
Custom Design     Consistency     Longevity

An Industry Leader Since 1990 in Industrial Motherboards and Systems

w w w . b c m c o m . c o m  |  ( 9 4 9 ) 4 7 0 - 1 8 8 8

Intel® QM57 Mini ITX Motherboard sup-
ports 1st Gen. Intel Core i7/i5 processorsMX57QM

Ordering Information
MX57QM - Intel QM57 Mini ITX Motherboard

Accessories Included - 1 x CPU Cooler, 2 x COM Port Cable, 2 x SATA Cables, 1 x 
I/O Shield, 1 x Driver CD, 1 x User’s Quick Installation Guide

183000000006 - 2.00mm pitch 12” length Serial cable   
182437200040 - 2.00mm pitch 12” length Serial cable

Features

Indus tr ia l Motherboards

Specifi cation

* All product specifi cations are subject to change without notice. Last update: 1/29/2013

System
CPU  Socket 989 supports Intel® Mobile Core™ i7, i5, i3, Celeron® 

Processors

Chipsets Intel® QM57 Chipset

System Memory Two SODIMM sockets support up to 8 GB dual channel 800/1066 
MHz DDR3 memory modules

BIOS AMI® 32Mb SPI BIOS

Expansion Interface  1 x Mini PCI Express Socket (with SATA SSD Support), 1 x PCI 
Express x16, 1 x Compact Flash

TPM  TPM 1.2 supported by Infi neon SLB 9635

Display
Graphics Engine  Intel® Integrated HD Graphic Engine Support DVMT 5.0

Resolutions 2048 x 1536 @ 75 MHz

Dual Display VGA, HDMI, DVI, 18/24-bit dual channel LVDS

Onboard I/O Headers
SATA  5 x SATA II w/RAID

USB 2 x USB Connector supports 4 USB Ports

COM 4 x RS-232 (with Voltage Selection)

SPDIF 1 x SPDIF

Front Audio 1 x Front Audio

Amplifi er 1 x Amplifi er

Front Panel 1 x Front Panel

GPIO 1 x 16-bits GPIO

LVDS 1 x 18/24-bit Dual Channel LVDS

Inverter 1 x Inverter 

Back I/O Panel
KB/MS  2 x PS/2 Connector

COM 1 x RS-232/422/485

VGA 1 x DB-15

DVI 1 x DVI-D

Back I/O Panel Cont.
HDMI 1 x HDMI

LAN and USB 2 x Stack up RJ45 and USB 2.0 Connectors

Audio 1 x 3 Jacks Audio 

Audio
HD Audio Codec  Realtek® ALC888S/ALC886 HD Audio

Audio Interface Line-in, Line-out, Mic-in, SPDIF 

Ethernet
LAN 1  Intel® 82577LM PHY Gigabit LAN Controller

LAN 2 Intel® 82574L PCIe Gigabit LAN Controller

Mechanical and Environment
Power Type  ATX Power

Operating Temperature 0~60°C (32~140°F)

0~45°C (32~113°F) when using 45 watt processors

Operating Humidity 5%~90% relative humidity, non-condensing

Storage Temperature -20 C to 80 C

Form Factor Mini ITX

Dimensions 6.7” (L) x 6.7” (W)

Weight 0.88 lbs

PCIe x16

LVDS

1 x COM

Compact
Flash (back)

DIO

2 x COM

2 x COM

Intel QM57 
Chipset

Socket 989 
supports Intel 
Arrandale CPU

DVI + VGA
COM + HDMI

LAN + 2 USB
LAN + 2 USB

Audio

PS2

• Socket 989 supports 1st Gen. Intel® Core™i7/i5 and 
Celeron® Mobile processors up to 35W max. TDP

• Intel® QM57 PCH
• Supports up to 8 GB dual channel 800/1066 MHz 

DDR3 memory
• Intel® Integrated HD Graphic Engine, Gfx Gen5.75, 

supports DirectX 10 and OpenGL 2.1
• Dual Display: HDMI, DVI, VGA, 18/24-bit LVDS 
• 1 x PCIe x16, 1 x Mini PCIe, Compact Flash
• 5 x SATA II w/RAID
• 6 x COM
• 8 x USB
• 16-bit GPIO

DDR3 SO-DIMM 
Socket

5 x SATA

4 x USB


